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allowing generous margins on all sides of the paper. Please avoid 
footnotes if possible. Papers should begin with an abstract of not 
more than 100 words and should end with a brief concluding  
section. The title and section headings should be concise and 
descriptive. All measurements should be given in SI units. On 
acceptance of a manuscript, authors are asked to send the electronic 
source file of the final version together with a PDF copy  
produced using the same file. The publisher reserves the right to 
typeset material by conventional means if an author’s file proves 
unsatisfactory.
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figure files is .eps or .tiff at resolution 1200 dpi for lines, 600 dpi 
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tomized output of software not designed for publishing purposes 
such as Matlab, nor PDF. Figures to be printed in black and white 
must be submitted as black and white files. 

Figures should be numbered consecutively, with Arabic numerals, 
have descriptive captions, and be mentioned in the text. A list of 
captions should be attached separately, and as far as possible, infor- 
mation relating to a figure should be placed in the caption rather 
than on the figure. Each figure should be clearly numbered. 
Photographs should be the same size as they will appear in the jour- 
nal and should be selected to fit neatly into one column (80 mm) or 
two columns (166 mm). Photographs should be clearly identified 
and numbered as for line drawings.

Tables 

Tables should be presented on separate sheets. A descriptive title 
should be given to each table. If possible, very wide tables should 
be avoided. Tables should be numbered consecutively in Roman 
numerals. Exceptionally lengthy tables may be summarized for 
publication with a note that fuller details can be obtained from the 
authors.

Equations

Mathematical equations should be typewritten, with subscripts and 
superscripts clearly indicated. All mathematical symbols will be 
set in italics unless otherwise indicated: symbols or letters to be set  
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References

In the text, references are indicated by superior Arabic numbers 
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is directly pertinent. References should be listed at the end of the 
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No paper offprints are provided, but the corresponding author will 
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